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Application

Main Server Router Internet PBH-154
(Ethernet/WLAN)

RS232/RS422/RS485

(* )

4 RS232/RS422/RS485  230,400bps, DB9-M 

10M/100M , 1:1

IEEE 802.11 b/g

Infrastructure, Ad-hoc

Soft AP ( AP )

 (Password, WEP, WPA-PSK, WPA2-PSK)

WPA Enterprise (EAP-TLS, EAP-TTLS, PEAP)
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RS422
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RS232 - RXD, TXD, RTS, CTS, DTR(Always ON), GND

RS422 - TX+, TX-, RX+, RX-, GND with embedded 100K biasing resistors and TVS

RS485 - TRX+, TRX-, GND with embedded 100K biasing resistors and TVS

9 pin D-sub male

COM1, COM4 : 2,400bps ~ 230,400bps 

COM2, COM3 : 1,200bps ~ 230,400bps

8 bits, 7 bits with parity

None, Even, Odd, Mark, Space

1, 2

RTS/CTS, Xon/Xoff

10Base-T or 100Base-TX (RJ45)

Ethernet Speed Auto Sense

1:1 or Cross-over Cable Auto Sense

Ralink RT3070/5370 USB wireless LAN dongle required on the USB A Connector

IEEE 802.11b/g Wireless LAN

WEP, WPA-PSK, WPA2-PSK, WPA-Enterprise (EAP-TLS, EAP-TTLS, PEAP)

Ralink RT3070/5370 USB wireless LAN dongle for Wireless LAN

For PC connection to download firmware

TCP, IP, HTTP, DHCP, ARP

IEEE 802.11b/g, WEP, WPA-PSK, WPA2-PSK, WPA-Enterprise

Red

Yellow

Green

Green

Firmware Upgrade, Management

180mm x 90mm x 24mm

DC5V ±0.5V (DC jack or USB)

Typically 235 mA

Reverse Voltage Protection, Surge Protection

-40  ~ +85

-40  ~ +85

Serial Physical Interface

Serial Port Properties

 Network Interface

USB Interface

Software Functions

Indicators (LEDs)

Serial Interface

Connector

Ethernet

Wireless LAN

Power

Status

Serial TX (TCP)

Serial RX (TCP)

PHPoC Writer

USB A Connector

USB B Connector

Protocols

Baudrate

Data Bits

Parity

Stop Bit

Flow Control

Size

Input Voltage

Current Consumption

Power Protection

Operating Temperature

Storage Temperature

Dimension

Supplementary Software

Operating Environment


