CIE-M10

(8 Ports Remote 1/0O Module)

Overview

CIE-M102 3 #5880 A3 I (Digital Input Port)f184~%k 74t % I (Digital Output Port), 1444 A3t 1 (ADC), X Hpz
FE/OF=E i i (Remote 1/0 Module). A LA 0 52 PRI 00 i A0 sl i o A\ 0 o 11 PR DO e Eed iR =5 e 1 o 2% ]
BEATH], WA AR AT AT b pS AN 64O B B BR ) R AN BRI/O W £ o AN ANIL, RIEAR SR AT OTCPIP T Re, WA ALk
ey, WA E R AT A .

FEHICIE-M1075 A5 i 5 AR FHModbus/TCP, iff FLI&SZ FrHTTP 2R,  #ici ik W o my 42 il oy 11, SRR & P i@t P L 1
e ThRe Al KA I DU AR SN RF A& O IR BT . 58— 5 MR i N o 11 1) 47 3 12 8 O $ A3 [ 42 1 i H oy 1 I Macro I
HE o

CIE-M103& FH FAEAT 75 WAL L2347 1] IO B I, 5 S0l 3 FH 5 DRV I 9 588 I P 408K

 STAREBCT NI WA

« 8K NI 1 (3.3V CMOS#: 1)

« 8 g 11 (3.3V CMOSH#: 1)

« 1ADCHii 1 (10575)

« i#itModbus/TCPal /& HTTP YA #1L/4% 1

o SRALH P T AL ThEE

o SCREfAT OB AR ] (PTBRSL TAE)

« 1MUARTI 1 (¢ K230,400bps, 37 #UART<—TCP/IP 1k I A
« Rz 1ife (IP/IMAC filtering, Password)

- - N
ﬁ Input (8 Ports) < ‘\\\\’/

Fiub Router
Switch “
e
v
Internet
/ =
.
E } 4& Data g LAN
Mﬁgm\\\\\ |
Hub
_ e ADSL/Cable Modem

SOLLAE SYSTEMS E-mail : support@ezTCP.com www.ezTCP.com



Specifications

Digital Input Port
Number of Ports 8
Interface 3.3V CMOS
Electric Parameter Min VIL = -0.3V, Max VIL = 0.8V / Min VIH = 2.0V, Max VIH = 5.5V
Digital Output Port

Number of Ports 8
Interface 3.3V CMOS
Relay Capacity Min VOH = 2.9V, Max VOL = 0.4V
Number 10bit ADC 1 Port
Interface ADIN, ADVREF
Conversion Time 2.33us

Min ADVREF = 2.6V, Max ADVREF = 3.3V
ADIN’s Input Voltage Range = 0V ~ ADVREF

Serial Physical Interface

Electric Parameter

Serial Interface 1 x UART Port / RXD, TXD, RTS, CTS, GND
Min VIL = -0.3V, Max VIL = 0.8V
Electric Parameter Min VIH = 2.0V, Max VIH = 5.5V

Min VOH = 2.9V, Max VOL = 0.4V
Serial Port Property

Baudrate 300 bps ~ 230,400 bps
Data Bits 5, 6, 7, 8 bits

Parity None, Even, Odd, Mark, Space
Stop Bit 1,15,2

Network Physical Interface
10Base-T/100Base-TX Ethernet (RJ45)

Ethernet Speed Auto Sense
1:1 or Cross-over Cable Auto Sense
1000 VAC Isolation
Software Functions
TCP, UDP, IP, ICMP, ARP, Ethernet, TELNET
Protocols TFTP, DHCP, PPPoE, DNS, DDNS, HTTP, Modbus/TCP
Telnet COM Port Control Option (RFC2217)
IP & MAC filtering - Restrict host or network

Network Interface

Security —
Password for Configuring
Digital /0 Port Modbus/TCP, HTTP(User web page)

Communication Mode | Stand alone(by simple equation)

TCP Server (T2S)
Serial TCP Client (COD)

Communication Mode | TGP Server/Client with AT command (ATC) - Patent

UDP Mode (U2S)

SOLLAE SYSTEMS E-mail : support@ezTCP.com www.ezTCP.com



Additional Functions

Power

Remote Debug Function

TCP Server/Client Mode

Sending MAC address Option
Indicators (LEDs)
Red

Digital Output Port 0

Green

ezManager Configuration and Monitoring Tool through Ethernet
Telnet Telnet Login
AT Command Configuring in ATC mode - Patent

Supplementary Software

Modmap Modbus/TCP program for management of CIE-M10
ezVSP Serial to Network Virtual Driver for Windows
ezTerm Simple TCP/IP Communication Test Tool

Dimension

Size 644mm x 40mm x 17mm
Input Voltage DC 3.3V10.3V
Current Consumption 190mA @ 3.3V without load
Operating Temperature | 0C ~+70C
Storage Temperature -40C ~+85C
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System Diagram
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