
SMG-5410      RS232 Modbus Gateway 

SMG-5410是将串口线的Modbus数据(RTU或是ASCII模式)与网络上的Modbus/TCP数据进行

相互转换及途径,让串口线的Modbus Master(或是Slave)与网络上的Modbus Slave(或是Mas-

ter)相互通信的工业用Modbus Gateway。

SMG-5410支持10/100Mbps以太网，提供RS232串口端口。

•  RS232 Modbus Gateway 

•  10Base-T/100Base-TX 以太网 

•  RS232 串口端口 

•  自主开发TCP/IP 协议栈 

•  工业用温度规格 (-40℃~+85℃)
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Serial Physical Interface

Serial Interface
RS232

RXD, TXD, GND, RTS, CTS

Connector 9 pin D-sub male

Serial Port Properties

Baudrate 1,200bps ~ 230,400bps

Data Bits 8 bits, 7 bits with Parity

Parity None, Even, Odd, Mark, Space

Stop Bit 1, 2

 Network Physical Interface

Network Interface

10Base-T/100Base-TX Ethernet (RJ45)

Ethernet Speed Auto Sense

1:1 or Cross-over Cable Auto Sense

Software Functions

Protocols

IPv4/IPv6 Dual Stack

TCP/UDP, ICMP, DHCP, Modbus/TCP, mDNS

Modbus/RTU, Modbus/ASCII

Security Password

Indicators (LEDs)
PWR Red

RUN Yellow

LINK Green

MRX Green

MTX Green

STX Green

SRX Green

Management
spFinder Configuration and Monitoring Tool through Network

 Dimension
Size 89mm x 57mm x 23mm

Operating Environments
Input Voltage DC 5±0.5V

Protection Reverse Voltage Protection/Surge Protection

Current Consumption 145mA Typical

Operating Temperature -40℃ ~ +85℃

Storage Temperature -40℃ ~ +85℃

Certificate
KC Registration (KN 32, KN 35)

CE EMC 2014/30/EU, RoHS 2011/65/EU

FCC FCC Part 15 Subpart B, Class A

Specifications
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